
Jy2” (MINUS) CRUSHED ROCK
3/4” CRUSHED ROCK (MIN.)
ENCLOSED IN WIRE MESH OR
FILTER FABRIC

GRADATION TABLE

ROCK SOCK
(TYPICAL)

MASS PERCENT
PASSING SQUARE

MESH SIEVES

No. 4

2”
1)’2” 90—100
1” 20—55

3/4” 0—15

/8”

MATCHES SPECIFICATIONS FOR
No. 4 COARSE AGGREGATE FOR
CONCRETE PER AASHTO M—43.
ALL ROCK SHALL BE FRACTURED
FACE, ALL SIDES

INSTALLATION NOTES

1. CRUSHED ROCK SHALL BE BETWEEN MAX. 1Y”
(MINUS) IN SIZE WITH A FRACTURED FACE (ALL
SIDES) AND SHALL COMPLY WITH GRADATION
SHOWN ON THIS SHEET AND MIN. %“ CRUSHED
ROCK.

2. WIRE MESH SHALL HAVE OPENINGS SMALLER
THAN THE SMALLEST SIZE ROCK.

3. WIRE MESH SHALL BE SECURED USING ‘HOG
RINGS’ OR WIRE TIES AT 6” CENTERS ALONG
ALL JOINTS AND AT 2” CENTERS ON ENDS OF
SOCKS.

MAINTENANCE NOTES

1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN
EFFECTIVE OPERATING CONDITION. INSPECTIONS AND
CORRECTIVE MEASURES SHOULD BE DOCUMENTED
THOROUGHLY.

2. ROCK SOCKS SHALL BE REPLACED IF THEY BECOME
HEAVILY SOILED OR DAMAGED BEYOND REPAIR.

3. ACCUMULATED SEDIMENT SHALL BE REMOVED WHEN
THE DEPTH REACHES Y OF THE HEIGHT OF THE ROCK
SOCK.

4. ROCK SOCKS ARE TO REMAIN IN PLACE UNTIL
DISTURBED AREA IS STABILIZED.

5. PERMANENTLY STABILIZE AREA AFTER ROCK SOCKS
HAVE BEEN REMOVED.
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